
 

TO MAXIMIZE THE ABILITY TO CLING IT IS IMPORTANT TO  

CONSIDER THE FOLLOWING DESIGN RECOMMENDATIONS. 

Sheet Sizes 

• ClingZ is available in white or clear. 

 Standard sheet sizes are 19”x 25”, 23”x 35,” and 28”x 40”. 

• ClingZ can be tiled to create very large images.  

Minimum finished size should be at least 3”x 5”. 

Inks 

Design for as little ink usage as possible. We recommend a maximum ink density of 220%, to 

screen down inks and utilize under color removal (UCR). Build PMS colors. Process ink builds allow 

more charge to reach the surface than does a solid PMS flood. 4 color process is also less dense 

and adds less weight to the piece. Avoid heavy deposits of ink near the edge of the sheet to 

prevent the film from curling. We recommend that a 1/4” border on small pieces and up to 1” 

border on large pieces be left as a nonprint border of the image. Do not use varnish or aqueous 

coatings. They will reduce the charge, curl the material, and void all product warranties. 

Printing on ClingZ 

ClingZ is a 2 mil polypropylene film tipped onto a 10pt. C1S paper backer, and is offset 

printable. The ClingZ material itself cannot be printed on both sides however; the uncoated 

backer can be printed. The uncoated side is printed first, dried, and then the ClingZ side is 

printed. Clear ClingZ can be printed reverse or right reading for window applications. To 

enhance the color of an image on clear, an opaque white can be printed before a pass of 4 

color process, or add the white last if reverse printing. ClingZ cannot be UV or Screen printed. 

Both processes will reduce the charge and affect its ability to cling. Permacharge Corporation 

will not accept any claims, or warranty material, for UV or Screen printed sheets. 

Finishing 

ClingZ can be diecut or kisscut to create unique images. Please avoid long thin 

protuberances. It can also be perforated, scored and folded. Review any special finishing 

processes with the printer or postpress vendor. 

These guidelines for designing on ClingZ are collected from users of ClingZ products and are 

intended to help designers maximize the creativity, performance and printability of the material. 

End Uses 

P.O.P. Advertising 

Retail Promotions 

Pharmaceutical 

Signage 

Educational Signage 

Greeting Cards 

ClingZ® 
 

FILMS, L L C 

ClingZ® is a patented, electrically charged polypropylene film. The benefit of 

using ClingZ® is its ability to cling to virtually any clean, dry surface without 

leaving a residue. This unique ability creates many new and creative ways to 

provide graphic images for many different applications. 
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