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DuraPro™ CC is a toughened copolymer designed for outdoor  

or extended use applications. It is available in white.

Characteristics 

DuraPro™ CC prints UV, conventional offset, screen and flexographic processes. Material  
can be grommeted, die cut, hot stamped, stapled, vacuum formed, perforated, punched,  
hot or cold folded and glued. DuraPro ™ CC exhibits phenomenal hinge life for book  
covers or folding applications.

Technical Data 

•	 Gauges .00375” – .020”
•	 Width ½” – 60”

DuraPro™ CC Polypropylene Co-Polymer

End Uses 

Horticultural Tags 

Door Hangers 

Book Covers

Menus

Shelf Danglers

Lumber Tags

Banners

P.O.P. Signage

Waterproof Charts

Mail Box Wraps

Maps

Item	 Unit
	 Results	

Method	 4 mil – 7.9 mil 	 8 mil – 15.8 mil	 16 mil – 20 mil		   
	 (0.10mm – .02mm)	 (0.201mm – 0.4mm)	 (0.401mm – 0.5mm)

Thickness	 	 %	 +/- 7	 +/- 7	 +/- 5	 Micro-gauge

Tensile	 MD	
psi

	 4000	 3500	 3500	
ASTM-D638 

Strength	 CD	 	 2500	 2000	 2000

Elongation
	 MD	

%
	 500	 300	 300	

ASTM-D638 
	 CD	 	 80	 60	 60

Surface	 A	
dyne/cm

	 45	 45	 45	
ASTM-D2578 

Tension	 B	 	 45	 45	 45

Roughness	 A	 	 15-35	 15-35	 15-35	
JIS-B0601 

463 EMB	 B	 	 25-60	 25-60	 25-60

Gloss Value	 A	 	 2-5	 2-5	 2-5	
ASTM-D523 

60%	 B	 	 2-5	 2-5	 2-5

Transmittance	 	 %	 25	 18	 10	 ASTM-D1003

Whiteness	 	 W	 78	 78	 78	 ASTM-E313

Surface Resistance	 –	 		 <9 X 1012		 	 ASTM-D257

Specific Gravity	 	 		 1.17 +/- 0.03


