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PressSense DuraWhite CHS BOPP is a cavitated white, two side sealable with very 
low HSIT, one side treated material. Use for overwrap packaging for heat 
sensitive products such as ice cream, chocolate bars and biscuits. 
 
 

 Technical Data 
  

PROPERTIES 
TEST  

METHOD 
UNITS 

TYPICAL VALUES 

35 43 

THICKNESS Internal 
mil  

(pm) 

1.38 

(35) 

1.69 

(43) 

YIELD Internal 
in2/lb  

(m2/kg) 

28,300 

(40.24) 

23,000 

(32.75) 

HEAT SEAL INITIATION (untreated 
side) 

1/2 sec, 30 PSI °F /(°C) 187 / (86) 

HEAT SEAL INITIATION (treated 
side) 

1/2 sec, 30 PSI °F /(°C) 243 / (117) 

GLOSS (45°) (treated side) ASTM D2457 G.U. 60 

OPTICAL DENSITY ASTM D1003 % 0.64 0.74 

OPACITY TAPPI % 90 93 

WHITE INDEX ASTM E313 % 88 

COEFFICIENT OF 

FRICTION (non treat 

side/non treat side) 

ASTM D1894 Dynamic 0.29 

TENSILE STRENGTH (MD/TD) ASTM D882 
lb/in

2
  

(kg/cm
2
) 

12,000 / 20,500 

(840) / (1,445) 

ELONGATION AT BREAK (MD/TD) ASTM D882 % 135 / 40 

DIMENSIONAL STABILITY 
(MD/TD) 

266°F 

(130°C) 

5 min 
% <5 / <3 

SURFACE ENERGY ASTM D2578 dyne/cm 40 

 

 
 
 

 

  
 
 
 

 Typical properties should be referenced as a general guide, not as a guarantee. Testing should be completed on 
material based on individual customer systems, efficiencies, temperatures and applications as properties can change 

based on customer production methods. 
 

High Energy Treated Sealable 

Layer 

 

 

 White Pigmented 

Polypropylene Core 

 

Very Wide Seal Range Layer 


