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Blockout vinyl film with high-impact strength for a variety of print applications 

including two sided window graphics.This film may allow for faster back ups 

with older hotter UV systems compared to polyolefin block out films.

Color 
Opaque white

Surface
Matte/matte

Advantages:
May allow for faster backup on older hotter UV systems compared to polyolefins.
Excellent opacity for two-sided printing 
•	 Feeds quickly and reliably through printing presses 
•	 Superior lay flat characteristics 
•	 Superior dimensional stability for exceptional color registration 
•	 Delivers easily and cleanly 
•	 Easy to print using a variety of methods including screen printing,  

offset lithography and flexography

Technical Data

BlockOut Vinyl (BOV)

End Uses 

Push Pull Signage

Banners

Window Graphics
Point Of Purchase  

Two-sided Signage

Shelf Danglers

Storage Conditions

•	 Ideal storage conditions between 10-30ºC (50-86ºF)
•	 Ideal RH 40-70%
•	 Should not be stored in direct sunlight

	 U.S.
Properties	 Standard	 Unit	 Value
Gauge Range Available	 Micrometer	 Mil	 7-30

Gauge Tolerance	 D-374	 %	 ±5

Specific Gravity	 D-1505	 _	 1.32

Material Yield (Nominal) 8 mil	 D-1505	 in2/lb	 2,800

Tensile Strength (yield)	 D-882	 lb/in2	 6,650

Tensile Impact Strength	 D-1822 MOD	 ft*lb/in2	 275

Tensile Elongation (break)	 D-882	 %	 160

Gloss (85°)	 D-523	 %	 6

Cold Break Temperature	 D-1790	 °F	 -4

Heat Deflection Temperature (264 psi)	 D-648	 °F	 162

White Krystal Blackout Film is certified to comply with RoHS EU Directive 2002/95/EC. Synergy 
does not contain any heavy metals or hazardous substances including those listed below:

Lead, Mercury, Cadmium, Hexavalent Chromium, Polybrominated biphenyls (PBBs),  
Polybrominted diphenyl ethers (PBDEs), Dec Bromo-diphenyl-Ether (Deca BDE)


