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FloorSense™ Floor Advertising System has been developed to allow  

temporary application of graphics and messages to floors. This pressure  

sensitive system offers the ease of peel and stick application as well as  

protection of the graphic for up to 180 days under normal wear and tear.

Construction

FloorSense™ Floor Advertising System is the combination of a base printing film 	
(white or clear) over laminated with a scuff resistant, clear film for protection of the 
printed graphics. Both films offer cold laminating advantages.

Printable Base Film

The base film for FloorSense™ Floor Advertising System is a clear or white flexible vinyl 
with an aggressive high performance removable adhesive. This film offers excellent 
printability with most solvent or UV curable screen inks. If the printing method is sheet 
fed offset with conventional inks or flexo, the film must be top coated.

Protective Overlay

Scuff and mar resistance is provided to the graphics by overlaying with a clear, slightly 
embossed film. This film is pressure sensitive and is normally laminated with cold 	
laminating equipment.

Decal Construction

Print the desired graphics or message on the correct vinyl stock with the specified 	
printing process. Then apply the protective film with normal laminating procedures. 	
If available, the application of heat in the laminating process is acceptable. Normal 	
heat range from 90° to 110° F.

Test the adhesion of the overlay to the ink. Some inks may contain silicones that 	
will reduce adhesion of the overlay and cause product failure. Use inks that do not 	
contain silicones.

When laminating to dark colors, the overlay may contain some slight haze or entrained 
air. This will usually dissipate after 24 hours. Lamination with warm rolls and keeping 
decals stacked in a warm climate will help reduce entrained air.

To avoid edge lifting, graphic should have corners that are rounded to the largest 	
possible radius.

FloorSense  Meets UL410 Rating 

End Uses

Floor Graphics

Counter Graphics


