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A modified high-impact grade of polystyrene. This tough resin provides  

excellent printability, stiffness and toughness from our special blend of 

modifiers. Jazz is a natural choice for producing economical POP short term 

displays. Jazz is ready for you to print, emboss, foil stamp and die-cut.  

Stocked in blue-white. Custom colors are also available.

Typical Properties	 ASTM	 Unit	 Value

Specific Gravity	 D 792	 	 1.04

Tensile Elongation	 D 638	 %	 60

Tensile Modulus	 D 638	 psi	 250,000

Flexural Modulus	 D 790B	 psi	 245,000

Izod Notched Impact Strength (23°C)	 D 256	 ft-lbs/in	 2.3

Vicat Softening Temperature	 D 1525	 °F	 214

Temp. of Deflection Under Load at 264 psi	 D 648	 °F	 194

Oxygen Permeability (23°C, 0% RH)	 D 3985	 cm3/1 00in2/day-atm	 350

Moisture Vapor Transmission (3 8°C, 90°RH)	 D 1249	 g/1 00in2 /day-atm	 7.0-10.0

Properties

•	 FDA approved upon request.
•	 Available with a high gloss surface or high texture surface.

Technical Data

PressSense®JAZZ

Standard Capabilities

•	 Gauge: 0.008”-0.060”
•	 Generally stocked 28 x 40’s M/M finish .010-.015-.020

End Uses

Shelftalkers

Posters

Short Term P.O.P. Displays

Phone Cards

Loyalty Cards

Shelf Strips


