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PressSense® Krystal RUV has the beauty of glass without the limitations.  

It can print, fold, score and glue.

•	 Available .008-.050 thickness in Klear and Custom Colors.
•	 Haze .010 @ .8
•	 Krystal RUV is not tipped, Material is treated on top side for printing, A primer is required 

to effectively print the back side of Krystal RUV. Please test for your application.

Typical Pro	 Condition	 Units	 Value

Specific Gravity	 ASTM D792 	 g/cm3 	 1.27

Tensile Modulus	 ASTM D638 	 psi 	 320,000

Tensile Strength	 ASTM D638 	 psi 	 7,700

Flexural Modulus	 ASTM D790 	 psi 	 310,000

Flexural Strength	 ASTM D790 	 psi 	 11,200

Izod Impac	 ASTM D256 	 (73°F, -40°C) 	 Ft-lbs/in. 1.7 0.7

Heat Deflection Temperature	 ASTM D648 	 °F 	 165

Hardness	 ASTM D785 	 Rockwell R 	 115

Flammability Ratings	 UL94HB 	 Passes 	 .010 and above

Recyclable

PressSense® Krystal RUV is recyclable and is Proud to wear the Recycle # 1 label.

Sustainable

PressSense® Krystal RUV can be produced with as much as 50 % Post Consumer Waste 
from bottles. This is a revolutionary breakthrough in our continued stewardship toward 
a greener planet.

Technical Data

PressSense® Krystal RUV

End Uses

Economical Packaging

Box Lids

Trays


