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Synergy™  Tougher and Longer Lasting

This highly printable rigid sheet is highly tear resistant. The satin top surface is 

engineered to provide superior print performance. Synergy™ is ideal for your 

demanding print applications. It is specially formulated for fast drying and  

excellent impact strength. Synergy™ does not contain any heavy metals. Sheets 

are stocked in .010,.015, .020, and .030 mil, sizes 28” x 40” in PressSense white.

Characteristics

Synergy™ Synthetic Paper can be used for Membership Cards, Shelf Danglers and for many 
other indoor longer term applications requiring extended life P.O.P applications.

Prints UV and conventional offset, screen or flexographic processes. Material can be grom-
meted, die cut, stapled, vacuum formed, perforated, punched, hot or cold folded, and glued.

Technical Data 

Synergy™ is introduced to satisfy increasing environmental demands in Big Block retailers. 
Stores are now open 24/7 with more Ultraviolet exposure and clients are leaving the P.O.P. 	
 in store up to one year.

End Uses

Shelf Strips 

Danglers 

Wobblers 

Gift Cards  

P.O.P. In-store Sgnage

Calendars

Waterproof Signs

Packaging

Maps

Synergy™ is certified to comply with RoHS EU Directive 2002/95/EC. Synergy does not 
contain any heavy metals or hazardous substances including those listed below:

Lead
Mercury
Cadmium
Hexavalent Chromium
Polybrominated biphenyls (PBBs)
Polybrominted diphenyl ethers (PBDEs)
Dec Bromo-diphenyl-Ether (Deca BDE)

			   Mil	 Mil	 Mil

	 	 	 .010	 .020	 .030

Typical Properties	 Test Method	 Values	 Values	 Values	
Specific Gravity	 D-792	 1.42-1.45	 1.42-1.45	 1.42-1.45

Tensile Strength (PSI)	 D-638	 5500	 5500	 5500

Hardness Rockwell	 D785	 106	 106	 106

Heat Deflection(°F)264PSI(annealed)	 D-648	 160	 160	 160

Izod Impact	 D-256	 1.5-5	 1.5-5	 1.5-5

Vicat Softening point(°C)	 D-1525	 80+-2	 80+-2	 80+-2

Flexural Strength	 D-790	 8700	 8700	 8700

Thickness Tolerance	 	 	 10%+–


