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PressSense Vinyl printable, rigid sheet available Clear or White and Gloss 

or Matte.

Humidity Resistance

Good

Storage Stability

6 months shelf life when stored at 70°F and 50% relative humidity

Recommendations

Completely test for your specific application.

Properties	 Test Method	 Typical Values	

Thickness	 	 7.0 – 30.0 (roll & sheet)

Thickness tolerance	 	 ±10%

Width tolerance	 	 ± 1/16” (roll), ±1/32” (square cut)

Color	 N/A	 Various

Gloss value (60’)	 ASTM-D523	 CR 4/5; 14  / 10

Specific gravity	 ASTM-D792	 1.34 ± 0.02 (translucent)
	 	 1.40 ± 0.04 (opaque)

Tensile strength (psi)	 ASTM-D638	 6000 min_

Elongation (%)	 ASTM-D638	 100 min (20 mill  ), 70 min. (20.1 mil  )

Heat distortion temp. (°F@264psi)	 ASTM-D648	 152 ± 5

Characteristics 

Prints UV and conventional offset, screen or flexographic processes.

Technical Data

PressSense® Vinyl

End Uses 

Shelf Danglers 

P.O.P.  Signage 

Counter Mats 

P.O.P. Displays 

Identification Tags 

Posters

Calendars

Note: The ASTM methods above are based on the Annual Book 1999 and have been modified 
to suit practical conditions.


