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Synergy+TM is a highly printable rigid sheet is highly tear resistant.  The satin top 
surface is engineered to provide superior print performance.  Synergy+TM is ideal 
for your demanding print applications.  It is specially formulated for fast drying 
and excellent impact strength.  Synergy+TM does not contain any heavy metals or 
PVC.  Sheets are stocked in .010, .018, and .028 mil, sizes 28” x 40” in 
PressSense white. 
 
 

  
End Uses Application Method 
P.O.P Signage 
Membership Cards 
Shelf Danglers 
Shelf Strips 
Wobblers 

Synergy+
TM

 Synthetic Paper can be used for Membership Cards, Shelf Danglers and for many other indoor 
short term applications requiring features of a synthetic paper. 
 

Characteristics 
Prints UV and conventional offset, screen or flexographic processes.  Material can be grommeted, die cut, 
stapled, vacuum formed, perforated, punched, hot or cold folded, and glued.  Material is FDA approved. 
 

Technical Data 
 

  Mil Mil Mil 

  .010 .018 .028 

Typical Properties Test Method Values Values Values 

Specific Gravity D1505 1.04 1.04 1.04 

Tensile Strength at Yield/psi, MD D882 3440 3430 3930 

Tensile Strength at Yield/psi, TD D882 3000 2780 2980 

Tensile Elongation at Break/%, MD D882 115 110 110 

Tensile Elongation at Break/%, TD D882 115 125 120 

Tear Resistance, Initiated, MD D1938 .04 1.1 1.6 

Tear Resistance, Initiated, TD D1938 .08 2.2 4.4 

Tear Resistance, Uninitiated, MD D1004 5.4 9.8 17.0 

Tear Resistance, Uninitiated, TD D1004 6.1 12.7 23.2 
 

  
  
  
  
  
  
  
  
  
  
  
  
 Typical properties should be referenced as a general guide, not as a guarantee. Testing should be completed on 

material based on individual customer systems, efficiencies, temperatures and applications as properties can change 

based on customer production methods. 
 


