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White Krystal Blackout Film is designed for appliance surfaces and glass.  

Its black backer helps hide the decal from the opposite side of the window  

for a streamlined look. No more glaring white image of the label on the  

back-side of the window. This highly printable surface, is engineered to  

provide superior print performance. 

Typical Properties	 Test Method	 Values

Specific Gravity	 D1505	 1.5

Tensile Strength at Yield/psi, MD	 D882	 17,000

Tensile Strength at Yield/psi, TD	 D882	 20,000

Tensile Elongation at Break/%, MD	 D882	 165

Tensile Elongation at Break/%, TD	 D882	 110

Application Method

This very rigid construction applies easily wet or dry.

Characteristics

Prints UV and conventional offset, screen or flexographic processes. 	
Material can be embossed grommeted, die cut, stapled and punched

Technical Data

White Krystal Blackout Film

End Uses 

Appliances

Window Graphics

P.O.P. In-store Signage

White Krystal Blackout Film is certified to comply with RoHS EU Directive 2002/95/EC. 
White Krystal Blackout Film does not contain any heavy metals or hazardous substances 
including those listed below:

Lead
Mercury
Cadmium
Hexavalent Chromium
Polybrominated biphenyls (PBBs)
Polybrominated diphenyl ethers (PBDEs)
Dec Bromo-diphenyl-ether (Deca BDE)


