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PressSense Window Face Film allows you to easily create two sided push pull 
decals when combined with PressSense Blockout materials.  This film is designed 
with a single liner construction to speed up your lamination process. 
 
 
 

  
End Uses Characteristics 
Push Pull Signage PressSense Window Face Film can be used to quickly, easily and efficiently mount printed Duropaque, 

ECOBlock, BOV – Blockout Vinyl, and BlockOut Board films that have been printed litho, screen digital 
and flexographic. 
 

Engineering 
PressSense Window Face Film was engineered to work with our complete line of Block Out Materials.  
From plastic to paper you can be assured of the absolute clearest film available today.  PressSense Winow 
Face Film will remove cleanly and easily from glass.  

 
Specifications 
Thickness:  Film – 1 mil Krystal Klear Polyester Film 
   Adhesive - .9 mil 
   Liner – 4.5 mil 
   (Thickness variance +- 10%) 
 
Application Method: PressSense Window Face Film may be applied dry or by normal wet method  
   application.  The adhesive may develop a haze caused by exposure to water.   
   Under normal conditions the haze will clear within 24 hours. 
 

 
  
  
  
  
  
  
  
  
  
  
  
  
  
  
  
  
  
  
  

 

Protective Liner 
 
Low Tack Adhesive 
 
Clear Film 
 
High Tack Adhesive 
 
PressSense Blockout Material 

 

PressSense Window Face Film 


